
 

Declaration of Conformity 

The manufacturer 

SIBO S.R.L. 
Via Giacomo Puccini 2 - 40012 Calderara di Reno (BO) - ITALY 

Declare under their exclusive responsibility that the products, which are 
the object of the supply contract, comply with the technical specifications 

set by SIBO. 
 

SIBO Standard tolerances: 
External Diameter: u6      Internal Diameter: C8 

Lenght: 𝟎
𝟎,𝟐𝟎

 

Material: E355 / E410/ E470 

Hardness: 58-62 HRC 
 

 
As they are manufactured in Sibo’s plant, whose Quality System has been 

certified after the ISO 9000:2015 standard. 
 

(The customer may receive the Test Certificate of the product upon request) 

 

Calderara di Reno, January 2022 

Sibo Quality Management 

 

Ø           
Outside          

(mm) 

Tol.  
u6 

(µm) 

Ø    
Inside         
(mm) 

Tol. 
C8 

(µm) 

≥ 24                               
< 30 

 +61    
+48 

≥ 18                         
< 30 

 +143 
+110 

≥ 30                         
< 40 

 +76    
+60 

≥ 30                        
< 40 

 +159 
+120 

≥ 40                            
< 50 

 +86   
+70 

≥ 40        
< 50 

 +169 
+130 

≥ 50                           
< 65 

 +106 
+87 

≥ 50                         
< 65 

 +186 
+140 

≥ 65                           
< 80 

 +121 
+102 

≥ 65                       
< 80 

 +196 
+150 

≥ 80                         
< 100 

 +146 
+124 

≥ 80                             
< 100 

 +224 
+170 

≥ 100                         
< 120 

 +166 
+144 

≥ 100                        
< 120 

 +234 
+180 

Ø           
Outside          

(mm) 

Tol.  
u6 

(µm) 

Ø    
Inside         
(mm) 

Tol. 
C8 

(µm) 

≥ 120                           
< 140 

 +195 
+170 

≥ 120                        
< 140 

 +263 
+200 

≥ 140                        
< 160 

 +215 
+190 

≥ 140                            
< 160 

 +273 
+210 

≥ 160                           
< 180 

 +235 
+210 

≥ 160               
< 180 

 +293 
+230 

≥ 180                       
< 200 

 +265 
+236 

≥ 180                         
< 200 

 +312 
+240 

≥ 200                              
< 225 

 +287 
+258 

≥ 200                      
< 225 

 +332 
+260 

≥ 225                              
< 250 

 +313 
+284 

≥ 225                              
< 250 

 +352 
+280 

≥ 250                             
< 280 

 +313 
+284 

≥ 225                              
< 250 

 +381 
+300 

 


